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(b) Certification reports. 
(1) The requirements of § 429.12 are 

applicable to residential refrigerators, 
refrigerator-freezers and freezers; and 

(2) Pursuant to § 429.12(b)(13), a cer-
tification report shall include the fol-
lowing public product-specific informa-
tion: The annual energy use in kilo-
watt hours per year (kWh/yr), total ad-
justed volume in cubic feet (cu ft), and 
measured height of the unit. 

(3) Pursuant to § 429.12(b)(13), a cer-
tification report shall include the fol-
lowing additional product-specific in-
formation: whether the basic model has 
variable defrost control (in which case, 
manufacturers must also report the 
values, if any, of CTL and CTM (For an 
example, see section 5.2.1.3 in appendix 
A to subpart B of part 430) used in the 
calculation of energy consumption), 
whether the basic model has variable 
anti-sweat heater control (in which 
case, manufacturers must also report 
the values of heater Watts at the ten 
humidity levels 5%, 15%, through 95% 
used to calculate the variable anti- 

sweat heater ‘‘Correction Factor’’), and 
whether testing has been conducted 
with modifications to the standard 
temperature sensor locations specified 
by the figures referenced in section 5.1 
of appendices A1, B1, A, and B to sub-
part B of part 430. 

[76 FR 12451, Mar. 7, 2011; 76 FR 24762, May 2, 
2011] 

§ 429.15 Room air conditioners. 
(a) Sampling plan for selection of units 

for testing. (1) The requirements of 
§ 429.11 are applicable to room air con-
ditioners; and 

(2) For each basic model of room air 
conditioners, a sample of sufficient size 
shall be randomly selected and tested 
to ensure that— 

(i) Any represented value of esti-
mated annual operating cost, energy 
consumption or other measure of en-
ergy consumption of a basic model for 
which consumers would favor lower 
values shall be greater than or equal to 
the higher of: 

(A) The mean of the sample, where: 

or, 
(B) The upper 971⁄2 percent confidence limit (UCL) of the true mean divided by 

1.05, where: 

and 
(ii) Any represented value of the en-

ergy efficiency ratio or other measure 
of energy consumption of a basic model 

for which consumers would favor high-
er values shall be less than or equal to 
the lower of: 

(A) The mean of the sample, where: 
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or, 
(B) The lower 971⁄2 percent confidence limit (LCL) of the true mean divided by 

0.95, where: 

(b) Certification reports. (1) The re-
quirements of § 429.12 are applicable to 
room air conditioners; and 

(2) Pursuant to § 429.12(b)(13), a cer-
tification report shall include the fol-
lowing public product-specific informa-
tion: The energy efficiency ratio (EER 
in British thermal units per Watt-hour 
(Btu/W-h)), cooling capacity in British 
thermal units per hour (Btu/h), and the 
electrical power input in watts (W). 

[76 FR 12451, Mar. 7, 2011; 76 FR 24763, May 2, 
2011] 

§ 429.16 Central air conditioners and 
heat pumps. 

(a) Sampling plan for selection of units 
for testing. (1) The general requirements 
of § 429.11 are applicable to central air 
conditioners and heat pumps; and 

(2)(i) For central air conditioners and 
heat pumps, each single-package sys-

tem and each condensing unit (outdoor 
unit) of a split-system, when combined 
with a selected evaporator coil (indoor 
unit) or a set of selected indoor units, 
must have a sample of sufficient size 
tested in accordance with the applica-
ble provisions of this subpart. The rep-
resented values for any model of a sin-
gle-package system, any model of a 
tested split-system combination, any 
model of a tested mini-split system 
combination, or any model of a tested 
multi-split system combination must 
be assigned such that— 

(A) Any represented value of annual 
operating cost, energy consumption or 
other measure of energy consumption 
of the central air conditioner or heat 
pump for which consumers would favor 
lower values shall be greater than or 
equal to the higher of: 

(1) The mean of the sample, where: 

Or, 

(2) The upper 90 percent confidence limit (UCL) of the true mean divided by 1.05, 
where: 
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